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High-quality gear oil specially developed for oil lubricated (wet clutch) double clutch transmissions. 

WAGNER Automatic Transmission Fluid DSG/DCT is specially adapted to the high torque of modern double-
clutch transmissions and to the requirements of wear and friction of clutches running in the oil bath ensuring 
slip-free transmission. 

Application 

To be used in dual clutch transmissions and oil-bath clutches. 
  
WAGNER ATF DSG/DCT CANNOT be used in stepped automatic and continuously variable transmissions 
(CVT). 

Recommendations 

(Meets the requirements of the OEM-Approval. An approval by name from the manufacturer is not present) 

• Audi / Seat / Skoda / Volkswagen VW TL 052 182, VW TL 052 529 
• BMW (Getrag) 83 22 2 148 578, 83 22 2 148 579, 83 22 0 440 214, 83 22 2 147 477 (BMW DCTF-1) 
• Chrysler 68044345EA 
• Citroen / Peugeot 9734.S2 
• Ferrari TF DCT-F3 
• Fiat BOT 341 
• Ford / Getrag / Nissan Ford M2C936A 
• Mercedes-Benz MB 236.21, MB 236.25 
• Mitsubishi Dia-Queen SSTF-I (MZ320065) 
• Porsche (ZF) FFL-3 
• Renault BOT 450 
• Volvo 1161838, 1161839 

Advantages 

• excellent good wear, corrosion and oxidation protection for reliable operation and long life 
• high viscosity index 
• optimally adapted friction coefficient behaviour even at high temperatures 
• ideal switching behaviour at low temperatures 

 

Technical data 

    

WAGNER ATF DSG/DCT Test method Test result Unit 

Pourpoint DIN ISO 3016 -48 °C 
Flash point COC DIN ISO 2592 min. 180 °C 
Densitiy (15 °C) DIN EN ISO 12185 0.852-0.862 g/cm³ 
Kin. viscosity (100 °C) DIN 51562-1 6.5-7.5 mm²/s 
Viscosity index DIN ISO 2909 163  

Total Base Number DIN ISO 3771 6.1 mg KOH/g 
Brookflied (-40 °C) ASTM D 2983 12,000 mPa*s 
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Content Item no.   Unit 

1 l   795001    10 x 1 l 
5 l  795005      4 x 5 l 
20 l  795020 
200 l  795200 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The information of this datasheet is made to the best of our knowledge and advises only a technically certified user on possible applica-

tions. WAGNER Spezialschmierstoffe is not liable for any property damage incurred as a result of improper use, mishandling, and or any 

use outside the prescribed method of use, purpose, or application. Any and all warranty and or damage claims will be subject to investi-

gation on the use, method of application, and intent of application of the used product. 


